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SNR: 25 6 Metalic Colours

Verbally announces the 

current mode as you 

change through them.

Vocal Feedback

User Settings Auto-Save
Remembers the selected 

mode and volume levels 

even when switched off.

Digital Multi-Switch

For changing modes, with 

a long press and volume 

level with a short press.

Power/Mute Button

Combined power and mute 

button, for moments when 

concentration is key.

Gun Metal Grey Finish
Stylish, sleek and perfectly 

complements the Metalic 

colour choices.

Custom-Made, Modular Digital Noise Protection, with 5 digitally optimised modes & 10 stage 

digital volume control. The DX5 is supplied with WaterShield hydrophobic protection as well as 

an extended 2 year warranty and as with all CENS digital devices they are tested and certified 

to EN352-2: 2002 & EN352-7: 2002.

Technical Info

Modes
Game

Clay

Range

Comms

Hunter

*with use of wireless comms harness available seperately.

V1.0

• Digital DSP circuitry

• Size 13 battery

• Patented modular design

• Multi-softness earpiece

Optimised for game shooting.

Optimised for clay shooting.

Optimised for range shooting.

Wireless Comms* (with ambient microphone)

Optimised for Hunting.



DX5 Output Levels

Attenuation Data Electronic Modules

L=19
SNR=25

H=28 M=21

800040002000100050025012563Frequency (Hz)
Mean Attenuation
Standard Deviation
Assumed Protection

26.1
8.1

18.0

25.9
7.2

18.7

26.0
7.3

18.7

26.5
8.9

17.6

27.6
6.8

20.8

33.3
4.7

28.6

41.3
3.8

37.5

43.6
5.2

38.4

Criterion Levels

3
2
1

111
112
111
H

106
106
105
M

104
105
105
LMode No

4 & 5 112 106 105

Puretone Ltd
9-10 Henley Business Park, Trident Close, Medway City Estate, Rochester, Kent.  ME2 4FR.  UK. 
T: +44 (0)1634 719427 | F: +44 (0)1634 719450 |  E: info@puretone.net | W: www.puretone.net

Puretone’s policy is one of continuous development and improvement which may cause the data herein to vary without prior notice.  Figures can be ± 3dB.  E&OE.
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CENS ProFlex DX5

Josh Bridges
CENS Sponsored Shooter

Hearing Protection. Category III PPE EU2016/435 Type Approval and 
conformity surveillance (Module D) by:  SATRA Technology Europe Limited, 
Bracetown Business Park, Clonee. D15 YN2P. Ireland. Notified Body 2777.

2Year
Warranty


